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Warmth of 
nature is our 
motto
We focus on the development of innovative technologies friendly for the environment and the 
user. We ensure the emission of harmful substances, energy consumption and the noise level 
emitted by the devices is as low as possible. 
Thanks to that we increase everyday comfort of life and care for better climate.
Our offer includes high-efficiency devices based on renewable energy sources, such us heat 
pumps.



Termet Heat Gold 
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 A B C 
9 kW 712 mm 1120 mm 480 mm 

 D E F 
12 kW 1230 mm 1120 mm 480 mm
15 kW 1230 mm 1120 mm 480 mm
18 kW 1230 mm 1120 mm 480 mm

HEAT PUMPS

6 DC 9 DC 12 DC 15 DC 18 DC

A+++ A+++ A+++ A+++ A+++

A++ A++ A++ A++ A++

6,07 kW 9,06 kW 12,04 kW 15,06 kW 18,09 kW

4,42 4,40 4,42 4,41 4,44

60°C 60°C 60°C 60°C 60°C

4,6 kW 6,95 kW 8,64 kW 12,70 kW 13,70 kW

3,03 3,00 3,01 3,03 3,02

Inverter,  Mitsubishi brand

R32 (GWP 675) R32 (GWP 675) R32 (GWP 675) R32 (GWP 675) R32 (GWP 675)

0,9 kg 1,2 kg 2,1 kg 2,3 kg 2,3 kg

-25~43°C -25~43°C -25~43°C -25~43°C -25~43°C

50 dB(A) 64 dB(A) 65 dB(A) 66 dB(A) 69 dB (A)

IPX4 IPX4 IPX4 IPX4 IPX4

230 V
1 faza/50 Hz

230 V
1 faza/50 Hz 

230 V
1 faza/50 Hz  

380 V
3 fazy/50 Hz

380 V
3 fazy/50 Hz

712x1120x480 mm 712x1120x480 mm 1230x1120x480 mm 1230x1120x480 mm 1230x1120x480 mm

71 kg 80 kg 110 kg 117 kg 128 kg

regulator HPmulti oraz moduł internetowy ecoNET300 w zestawie z pompą ciepła

Heating Seasonal space heating energy efficiency class 
for [A7/W35*] 

Water heating energy efficiency class for [A2/W55*]

Heating power [A7/W35*] 

COP [A7/W35*]

SCOP [A7/W35*]

Cooling Cooling power range

EER

Other 
parameters

Compressor

Expansion valve

Refrigerant

Amount of refrigerant in the circuit

Ambient temperature during operation

Sound power level, Lwa 

IP rating

Power supply

Height x width x depth

Weight

Evaporator

Control

DIMENSIONS

• Mitsubishi Scroll type inverter compressor 
• compressor powered by environmentally friendly R32 gas 
• high efficiency evaporator with hydrophilic layer 
• cooper water condenser
• electronic expansion valve 
• low noise fan
• possibility to connect an external 3-steeps electric heater

TECHNICAL PARAMETERES

www.termet.com.pl

*A- outside temperature; W-outlet water temperature
The heat pump contains fluorinated greenhouse gases covered by the Kyoto Protocol. The refrigerant circuit is hermetically sealed

Lamella heat exchanger with hydrophilic coating, 
automatic evaporator defrost

Electronic



Termet Heat Platinum 

PV READY

REMOTE WEB 
CONTROL

MONOBLOCK 
R32

HEATING/
COOLING

INVERTER 
COMPRESSOR

DIMENSIONS

BC

A

EF

D

 A B C 
8 kW 819 mm 968 mm 431 mm
13 kW 970 mm 1100 mm 431 mm 

 D E F 
18 kW 1378 mm 1050 mm 407 mm
23 kW 1378 mm 1050 mm 407 mm

HEAT PUMPS 

TECHNICAL PARAMETERES 8 EVI/DC 13 EVI/DC 18 EVI/DC 23 EVI/DC

Heating Seasonal space heating energy efficiency class for [A7/W35*] A+++ A+++ A+++ A+++

Water heating energy efficiency class for [A2/W55*] A++ A++ A++ A++

Heating power [A7/W35*] 8,40 kW 13,00 kW 18,20 kW 23,00 kW

COP [A7/W35*] 4,91 4,90 4,92 4,90

SCOP [A7/W35*] 4,59 4,72 4,46 4,46

Maximum flow temperature 65°C 65°C 65°C 65°C

DHW Heating power range 1,28-6,81 kW 3,52-10,50 kW 4,80-14,72 kW 6,1-18,5 kW

Cooling Cooling power range 6,22 kW 8,20 kW 11,53 kW 14,60 kW

EER 3,41 3,29 3,43 3,40

Other parameters- Compressor Inverter, with EVI system, Panasonic brand

Evaporator Lamella heat exchanger with hydrophilic coating, 
automatic evaporator defrost

Expansion valve Electronic

Refrigerant R32 (GWP 675) R32 (GWP 675) R32 (GWP 675) R32 (GWP 675)

Amount of refrigerant in the circuit 1,3 kg 1,6 kg 2,7 kg 2,7 kg

Ambient temperature during operation -30~43°C -30~43°C -30~43°C -30~43°C

Sounf power level, Lwa 53 dB(A) 55 dB(A) 57 dB(A) 58 dB (A)

IP rating IPX4 IPX4 IPX4 IPX4

Power supply 230 V
1 faza/50-60 Hz 

380 V
3 fazy/50-60 Hz 

380 V
3 fazy/50-60 Hz

380 V
3 fazy/50-60 Hz

Height x width x depth 819x968x431 mm 970x1100x431 mm 1378x1050x407 mm 1378x1050x407 mm

Weight 92 kg 110 kg 170 kg 180 kg

Control Hpmulti controller and ecoNET300 internet module included with heat pump

*A- outside temperature; W-outlet water temperature
The heat pump contains fluorinated greenhouse gases covered by the Kyoto Protocol. The refrigerant circuit is hermetically sealed

• Panasonic Scroll type inverter compressor with EVI system (direct injection 
of steam) 

• technology EVI– temperature in buffer up to 65 degree C
• compressor powered by environmentally friendly R32 gas 
• high efficiency evaporator with hydrophilic layer 
• cooper water condenser
• electronic expansion valve 
• low noise fan
• possibility to connect an external 3-steeps electric heater
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Termet Hpmulti control panel manages the heat pump 
(Heat Platinum and Heat Gold) and serves as a room 
regulator.
The controller allows viewing and setting installation 
parameters also online, through the mobile application 
ecoNET.apk and website .www.econet24.com

CONTROL OF 
CIRCUITS

NOTIFICATION 
SYSTEM

OPERATION 
SCHEDULE

HOT WATER 
CONTROL

BUFFER 
OPERATION

REMOTE WEB 
CONTROL

ecoNET app is available for iOS and Android devices.

Termet HP Multi

INTELLIGENT CONTROL

Termet S.A., 58-160 Świebodzice, Długa street 13 
T: +48 export@termet.com.pl74 856 06 75  E: www.termet.com.pl

• control of two mixer circuits and a direct circuit (pump) 
• control of domestic hot water  tank and  circulation pump 
• control of a heating system behind a clutch
• control of cascade of heat pumps 
• smart grid with PV panels 
• supports of PV solar systems  
• supports additional modules and additional room temperature 

regulators
• controll of additional energy  sourses as electrical heater or/end  

gas boiler

iOS APP ANDROID
APP

http://www.econet24.com
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