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DECLARATION OF CONFORMITY

Section 1 ITEM
Radiant heating circuit distribution manifolds

Section 2 Serial Number
CPS 856- Stainless steel manifolds

Section 3 Documents
To whom it may concern

Section 4 Declaration
Assotherm SRL, Via F.lli Calvi, 7 24060 Casazza (BG)- Italy-
involved in the production of system and products for heating and
sanitary systems
Declares under its sole responsibility
That the products mentioned in Section 1 of this document
are made according European and Internal standard, as:
- UNI EN ISO 9001:2015 Quality Certification System
- UNI EN 10088-2:2014 Technical conditions of supply of tapes,
coils and general purpose corrosion resistant steel strips
(Standard X5CrNil8-10/1.4301)
- UNIEN 12165 CW617N — Brass Cu Zn 40 Pb 2 — Standard for
hot-pressed brass products (junction fittings);
- Dir. 2014/68/UE — SEP Category 2 — European pressure
element directive

— No CE marking required;

Section 5 Guarantee

All products in this document are covered by manufacturer's legal
guarantee for 24 months from the delivery of the goods.

A product insurance covers all damages caused by production
defects (certified by Assotherm Quality Department following his
proper After-Sales Procedure) for 10 years from the date of
delivery, by Insurance Bill N° 50327540S — SARA
ASSICURAZIONI SPA — Italian Register N° 1.00018 Section 001.
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Section 6 Special Technical Details

Distribution Manifold heating floor from 3 to 13 ways 1”-
3/4”
Features:

e Stainless Steel AlISI 304 L stamped distribution manifold;
¢ Shut-Off valves preset for electrothermal actuators;
¢ Flow meters;

¢ Adjustable end piece with drain valve and manual air vent valve;

Technical data
*Body: Stainless Steel AlISI 304L

*Mounting Brackets: Galvanized Steel
¢Drain off and air vent: Hot stamped brass CW617N
eConnection: %” Eurokonus

*Max temperature: 70°C

e Max pressure: 6 Bar

Q

QUALITY As%o. HER M s.ri
2406;1 aASA ergamo)
Partita, I.ﬁ (A N.:03 940 166
Quality Department
ASSOTHERM srl

www.assotherm.it



